
Data sheet

Magnetizer/demagnetizer - 633

Description

• material: ABS
• blue colour
•
Usage
• Use the magnetiser to magnetise the screwdriver’s tip so that the screws stick to the tip.
Magnetise the tip by pushing the tip and the shaft of the screwdriver through the opening of the
magnetiser marked with +. The screwdriver’s tip will be magnetised immediately.
• The tip can be demagnetised by pushing the tip and the shaft into the magnetiser’s opening
marked with – and by lightly rubbing the inner wall of the opening.
• The duration of the magnetisation depends on the area of use. If a magnetised screwdriver is
used in a room where the magnetic field lines are stronger (e.g. electric cabinet), the tip
demagnetises faster. In a normal environment, the magnetisation lasts longer.
• The magnetiser is used for fastening screws with screwdrivers where the screw cannot be
aligned directly with the hole but can be placed into the hole or onto the point of screwing with the
screwdriver tip.  The same applies for unfastening, since the screw can easily be removed from an
area where there is limited space. The magnetised tip can also serve for picking up tiny metal
objects in hard to reach places that are otherwise not accessible with the hands.
•
Important!
• The magnetised screwdriver cannot be used for grabbing stainless steel screws.
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Packaging data
Retail tool packaging Transport package
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